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CHEMICAL COMPOSITION
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YL 22 1.23749 02 145160 | 010-060 | 0.20-060 | 0030 | 0030 | M.O0-130 | OF0-1.00 | 0.70-1.00 - Ledeburitic High Carbon High Chromium steel, Blanking Die=, Dravwing Dies, Forming Rolls,
excelert wear resiztance, good toughneszz, High Gauges | Thread Rolling Dies, Slitters, Shear
hardenahility, dimenzional stabilty and high Bladesz, Punches, Stamping Toolz
zurface hardness
YTL120 1.2080 03 180-220 [ 010-060 | 0.20-060 | 0030 ({0030 | 110130 - - - Ledeburitic High Carbon High Chromium steel, Trimming Dies, Blanking Dies for paper, Shear
very high wear resiztance, High hardenakility, Blades WWoodwarking Tools, Profi le Rollz |
Yirtually no deformation during hardening
ST 1.2510 | 090105 [ 015-035 | 1.00-1.20 | 0030 | 0030 | 050-0.70 - 0.02-015 | 0.50-0.70 High resiztance to cracking, excellert Blanking Dies, Stamping Dies, Threading Toolz,
machinakilty, zmall change in shape during hest Whorking Tools
treatment
YTL2G CHIPPER | 1.2631 Modified | A5 Modified 0.50 0.90 0.35 0.030 [ 0.030 a.00 1.50 0.40 =1.75 High wear resistance, strong toughneszs, small weood chipper knives, slitter knives, scrap
change in shape during heat treatment zhears, plastic granulator knives, tire shredding
knives, shear blades, planer knives,
YD1 1.2550 =1 025-065 | 070100 | 015-045 | 0030 | 0.030 | 0.90-1.20 - 010-020 | 1.70-2.20 Shock resizting, good toughneszz with high Blanking Dies for Sheet Metal, Trimming Dies,
hardenakility Punches, Ejiectorz, Shear Blades, pneumatic
chizelz.
Vi 1.2357 2 045-055 | 0.20-1.00 | 0.20-0.50 | 0030 [ 0030 | 3.00-3.50 | 1.30-1.80 =0.35 - Shock resisting, High wwear resistance, high Impact resisting Toolz, Chizelzs, Hot punching &
hardenakility with high toughness. shearing, forming and perfarating dies,
Y TL31 1.2327 Bohler K310 | 0.85-1.05 | 0.25-045 | 0.40-060 | 0.030 {0030 | 1.70-2.00 | 0.20-0.35 | 0.05-0.20 - Shell Hardenahle, high wear resistance, high Standards rollz of all dismeters for cold rolling,
hardness back up rollz, straightening and work rolls
HEAT TREATMENT
HEAT TREATMENT
EST NN ASTM Fensity (g/cmid)
200%C | 300%2 | 400%2 | S00°%2 | 55002
WTL122 1.2379 D2 T a230-870 Max. 245 1010-1050 QIL f AR G2-64 63 &1 oo oo oo Sk
Y1120 1.2080 G 7. a00-540 Max. 245 gs0-930 QIL F AR for thickness up ta 30 mm E4-B5 B3 B2 =4 a7 54 44
T 1.2510 Ly 785 740-770 Mazx. 220 Tan-g20 il ¥ Hot Bath 180-220 °C G4 G4 G2 a7 a3 - -
YTL2S 1.2631 Modified A8 Modified 785 G20-570 Max. 245 1020-1050 OIL f AR Ly G0 a7 a6 4B0°C o5 -
St
YO 1.2550 =1 785 710-750 hazx. 230 910-950 il F Hot Bath 180-220 °C G2 G2 G0 ar s a3 - -
Y7 1.2357 =7 Fr &10-550 Mazx. 230 940-930 Ajr oIl a7 - a7 o4 a3 =1 49
YTLI 1.2327 Bohkler K310 7.an 710-750 Mazx. 250 710-750 Wigter G2-64 G4 1807z o6 o2 - -
G2




